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BATTERY INSTALLATION 


You need 2 “C” batteries (not supplied) to 
power the Light-Up Lion. We recommend 
alkaline batteries, such as RadioShack 
Cat. No. 23-551. 


1 . Push a flathead screwdriver into the 
battery compartment cover’s slot to 
open the cover. 

2. Put the batteries in, matching the -i- 
and - marks. 

3. Close the cover. 

Replace the batteries when the lantern’s 

light becomes weak. 
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OPERATION 


Push down the latch on the Lien’s tail. 
The Lion’s mouth opens and the lantern 
turns on. Push the Lion’s mouth closed. 
The lantern turns off. 

Replacing the Bulb 

If the bulb goes out, replace it with a new 
2.5-volt, 270 mA Type 14 bulb, such as 
RadioShack Cat. No. 272-1132. 


1. Use the screwdriver to pry off the 
bezel securing the lantern lens. 


2. Remeve the lens and rotate the eld 
bulb counterclockwise. 

3. Install a fresh bulb by rotating it 
clockwise into the bulb socket. 

4. Replace the lens and snap the bezel 
firmly in place. 


CARE & MAINTENANCE 


To enjoy your Light-Up Lion for a long 
time: 

• Keep it out of dirt and water. 

• Clean it with a damp cloth to keep it 
looking new. 

• If something is wrong with it, take it to 
your local RadioShack store for 
assistance. 

Cautions: 

• Use only fresh batteries of the 
required size and type. De net mix 
old and new batteries, different types 
of batteries (standard, alkaline, or 
rechargeable), or rechargeable bat- 
teries of different capacities. 

• Never leave dead or weak batteries 
in the Light-Up Lion. If you plan to not 
use it for several days, remove the 
batteries. Dispose of batteries prop- 
erly; do not bury or burn them. 
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